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0-421-41 - Driving Worklamp Bar with Position Lamp and 3 PIN
DT Connector

Durite Worklight Driving Lamp with Position Lamp and 3 PIN DT Connector: 12/24V. 270W CREE LED, 12.6W POS. 
27,000 Lumens. 6000-7000k Colour Temperature. IP67. PC Lens, Aluminium Housing, SS304 Brackets. 50cm Fly 
Lead. Size: 1171*80*83.5mm. E Marked R10, R148, R149.

TECHNICAL SPECIFICATIONS

THE TRUSTED QUALITY BRAND FOR PROFESSIONALS



Call 01255 555200
Email info@durite.co.uk
Visit www.durite.co.uk

TECHNICAL DRAWING

TECHNICAL SPECIFICATIONS

The information contained in this document is correct to the best of our knowledge and subject to change at any time without notice.

TECHNICAL SPECIFICATIONS
Type Worklight Driving Lamp with POS and 3PIN DT Conn.

Voltage 10-30VDC

LED’s

Power 270W, 12.6W POS

Current Draw Driving 14.74A at 12V. Front position 0.57A at 12V.

Lumens 27,000 Lumens

IP Rating IP67

Material Construction Aluminium with PC Lens. Bracket SS304 

Weight 6.3Kg

Dimensions Please see below

Operating Temperature -40°C ~ +60°C

Storage Temperature -40°C ~ +60°C

Certificate CE, E Mark R148/R149, R10 EMC

90 x 3W CREE LED DRIVING, 0.2W x 63 CREE LED POS




