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XCBMV XENON BEACON RANGE
More compact than the standard 'XCB' range, the multi-voltage XCBMV range of 
xenon beacons is ideal for material handling applications.

XCBMV 1611 - MAIN FEATURES
•  EMC approved

•  Multi-voltage (10-80V)

•  -30 to +50°C extreme temperature reliability

• �Nominal�flash�rate:�75�per�minute

• �Current�consumption:�0.17A�@�12V,�0.15A�@�
24V,�0.12A�@�48V,�0.09A�@�80V,�0.07A�@�100V

• �Dimensions:�129mm�(D)�x�90mm�(H)

KEY POINTS

XENON 2 YEAR
WARRANTY

IP67
INGRESS
PROTECTION

LENS COLOURS

AMBER BLUE GREEN RED

XCBMV 2111 - MAIN FEATURES
•  EMC approved

•  Multi-voltage (10-80V)

•  -30 to +50°C extreme temperature reliability

• �Nominal�flash�rate:�75�per�minute

• �Current�consumption:�0.17A�@�12V,�0.15A�@�
24V,�0.12A�@�48V,�0.09A�@�80V,�0.07A�@�100V

• �Dimensions:�98mm�(D)�x�132mm�(H)

KEY POINTS

XENON 2 YEAR
WARRANTY

IP67
INGRESS
PROTECTION

LENS COLOURS

AMBER BLUE GREEN RED

5.5mm Ø 

117mm�PCD�


