
OVERALL DIMENSIONS 387 x 105 x 31mm   CABLE LENGTH  400mm
CURRENT DRAW (13.8V / 28V) Indicator: 0.24A / 0.14A, Tail: 0.57A / 0.30A, 
Stop: 0.23A / 0.12A, Reverse: 0.37A / 0.19A, Fog: 0.34A / 0.19A

385 SERIES
REAR COMBINATION LAMP 

With Dynamic Indicator and Diffused Tail Light

LED Autolamps Europe LLP
Unit 8J Maybrook Business Park, Minworth, Sutton Coldfield, B76 1AL, UK

T: +44 (0)121 313 2222
E: sales@ledautolamps-uk.com

www.ledautolamps-uk.com

• 12/24V multivolt
• Progressive indicator sequence
• Diffused ‘glow-track’ tail light
• Fully ECE approved

• IP67 – fully waterproof
• 5 year warranty
• Shock and vibration tested
• Exclusive LED Autolamps design

387mm

10
5m

m
31
m
m

40
0
m
m

ECE
APPROVED

R6
ECE

APPROVED

R7
ECE

APPROVED

R23
FIVE YEAR

WARRANTY

5
ECE

APPROVED

R10
DUAL

VOLTAGE

12/24V
100%

WATERPROOF

IP67

Rear Combination Lamp
STOP / TAIL / INDICATOR / FOG / REVERSE

Rear Combination Lamp
STOP / TAIL / INDICATOR

385FWARM 

385ARRMB

INACTIVE

ALL FUNCTIONS ACTIVE

ALL FUNCTIONS ACTIVE

Rear Combination Lamp
STOP / TAIL / INDICATOR / REVERSE

385ARWML Left 385ARWMR Right

ALL FUNCTIONS ACTIVE


