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TECHNICAL SPECIFICATION

Although all efforts are made to ensure information is accurate and up-to-date, specifications can be subject to change without notice. All measurements shown in millimetres.

DL245
Oval LED Driving Lamp with Integrated Front Position Lamp

ECE approval

Part# 
DL245

Description 
Oval LED Driving Lamp with Integrated Front Position Lamp

EAN Code
9335962034963

Function
Driving Beam (R112)
Front Position (R7)
Electromag. Comp. (R10)

Approval#
HR-E6-01.5127
A-E6-02.5127
10R-E6-05.1133

Wattage
Voltage
Dimensions
IP rating
Warranty
Cable
Current draw (13.8V / 28V)
Beam distance
Colour temperature

Wiring colour codes

Mounting 
instructions

Driving Beam: 20W (2x 10W LEDs), Front Position: 9W (18x 0.5W LEDs)
12/24V
245 x 178 x 109mm
IP67
3 Years
300mm (stripped-end)
Driving Beam: 1.25A / 0.6A, Front Position: 0.15A / 0.15A
610m
6000K

RED: Driving Beam [+]
BLACK: Earth [-]

Installation to be undertaken by a competent professional 

Ensure mounting surface is flat, clean and dry prior to installation.
Fix to mounting surface using stainless steel bolts and adjustable stainless 
steel bracket supplied.
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