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Features and Benefits

The EW2701 Series reverse light offers the latest technology and the 
very brightest white light for your application. This LED model offers 
over 50,000 hours of maintenance-free life expectancy coupled with 
low amp draw. High-intensity light output and ECE approval makes this 
LED reverse light the ideal choice for a wide variety of applications. 
Additional features include 12-24 VDC operation, anti-rust / anti-
corrosion housing, IP67 waterproof breather and a 5-year warranty.

Models

• 12/24VDC

• Lightweight - 0.24KG

•  Deutsch connector included for easy installation

•  Slim and compact design, powerful performance

•  Surface mount with 35 and 48 degree angles (hardware included)

• Anti Rust / Corrosion / Freezing Resistance housing coating

• Temperature Range: -40°C to +60°C

•  Colour Temperature - 5700K

CISPR25

EW2701 Series
Reverse Light

WORKLAMPS

PART NO. VDC RAW LUMENS EFFECTIVE LUMENS AMPS WATTS

EW2701 12-24 2800 2200 1.6 19.2

2-CONDUCTOR CABLE W/CONN.
2-18 AWG WIRES

HOUSINGS: DEUTSCH P/N DT06-2S/DT04-2P
TERMINALS: DEUTSCH P/N 0462-201-16141/0460-202-16141

WEDGE LOCKS: DEUTSCH P/N W2S/W2P
PIN 1- RED(+)POSITIVE

PIN 2- BLACK(-)NEGATIVE

130 5.1

42 1.7

 35°   48° 

NOTES:
DIMENSIONS IN MILLIMETERS[INCHES (FOR REFERENCE)]1.

DISCLAIMER
DIMENSIONS, ILLUSTRATIONS, SPECIFICATIONS AND CERTIFICATIONS CONTAINED IN THIS
DOCUMENT ARE TYPICAL OF THE ACTUAL PRODUCT AND ARE SUBJECT TO CHANGE.
ECCO ENGINEERING DOES NOT MAINTAIN FORMAL DESIGN CONTROL OF THIS PRODUCT.
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