
MAIN FEATURES
 9 Multi-voltage (10-30V)

 9 Heavy duty metal housing

 9 Direct feed, on/off touch switch and PIR motion sensor

 9 Manufactured with 1W OSRAM LEDs

 9 6000K cool white colour temperature

 9 -30°C to +50°C extreme temperature reliability

 9 13mm low-profile design
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NEW LAPCV413, LAPCV414 AND LAPCV415 INTERIOR LIGHTING
AVAILABLE IN THREE OPERATING MODES
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INTRODUCING THE NEW LAPCV413, LAPCV414 & LAPCV415 
LED INTERIOR LIGHTING, ALL AVAILABLE IN DIRECT FEED, 
ON/OFF TOUCH SWITCH AND PIR MOTION SENSOR FITTINGS.
Manufactured from heavy-duty aluminium housing, this new interior light range is ideal 
for a wide range of commercial applications. Choose from a traditional round design 
(LAPCV413) or rectangular options in two different lengths (LAPCV414 & LAPCV415).
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Part
Number

Operating
Mode

LAPCV413/DF Direct Feed

LAPCV413/TS Touch Switch

LAPCV413/PIR PIR Motion Sensor

156mm

13mm
200mm

142mm

62m
m

APPLICATIONS

Highway MaintenanceLight Goods Vehicles Refuse VehiclesUtility Vehicles Heavy Goods Vehicles

LAPCV413
 9 28 x 1W OSRAM LEDs
 9 1187 effective Lumen

LAPCV414
 9 14 x 1W OSRAM LEDs
 9 602 effective Lumen

LAPCV415
 9 26 x 1W OSRAM LEDs
 9 1147 effective Lumen
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LAPCV414/DF Direct Feed

LAPCV414/TS Touch Switch

LAPCV414/PIR PIR Motion Sensor
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LAPCV415/DF Direct Feed

LAPCV415/TS Touch Switch

LAPCV415/PIR PIR Motion Sensor

193mm

207mm

13mm
200mm

119mm

Ø130mm

13mm
200mm
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