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ITEM 
NO. QTY. PART NUMBER DESCRIPTION COMMENTS

1 1 999.004 BASE, BEACON, 1 BOLT
2 1 999.746 BEACON ROTATOR MODULE ASSY, 400 SERIES, 1&3 BOLT
3 1 950.448 BULB, 1255/H1, 12V
4 1 920.004 BULB CLIP, VA ROTATOR NOT SHOWN
5 1 910.320 LENS, 400 SERIES BEACON, AMBER, 'E' APPROVED
6 1 990.168 LABEL, BEACON, 400 SERIES, AMBER
7 1 990.231 INSTRUCTIONS,UNIVERSAL FITTING NOT SHOWN

ASSEMBLY INSTRUCTIONS
AI# COMPONENT DESCRIPTION

AI-1299-00 970-0030-00 1 BOLT PACKING PROCEDURE FOAM INSERT
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SPECIFICATIONS

1. CERTIFICATIONS: 
    EC 95/54
    REG 65 'E' APPROVED
2. VOLTAGE: 12V
3. TEMPERATURE RANGE -30 C TO 50 C
4. MOUNTING: 1 BOLT
5. BASE MATERIAL: POLYCARBONATE
6. LENS MATERIAL: POLYCARBONATE
7. WEIGHT:  0.8KG APPROX
8. DIMENSIONS IN MILLIMETRES [INCHES]
9. TOTAL CURRENT CONSUMPTION:  4.6 AMPS APPROX
10. FLASH RATE: 160 FLASHES PER MINUTE
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